
 

 

                                         ICON LI-ION CS30E TECHNICAL SPECIFICATIONS 

 

Identification 

DEFINITION UNIT ICON LI-ION CS30E 

Producer  Ceytech Makina San.Ve Tic.A.Ş.  

Origin  Turkey 

Power Type  Electrical 

Load Capacity/ Rated Load kg 3000 

Load Center Distance c mm 500 

 Load distance, center of drive axle to fork x mm 590 

 Wheelbase y mm 1750 

Weights 

Service Weight kg 4530 

Axle loading, loaded front/rear Kg 6595 / 935 

Axle loading, unloaded front/rear Kg 1710 / 2820 

Wheels, 

Chassis 

Tires: solid rubber (V), pneumatic (P), süper 

elastic (SE),polyurethane(PE) 

 P 

Tires size front  28x9x15-12 PR 

Tires size rear  6.50-10-10 PR 

Wheels number front, rear (x= driven wheels)   2 /2 

Tread, front/rear mm 1135 / 1000 

 Mast/fork carriage tilt forward/backward degrees 5°/11° 

 Lowered mast height h1 mm 2220 

 Free Lift h2 mm 155 

 Lifting Height h3 mm 3300 

Basic 

Dimentions 

Extended Mast Height  h4 mm 4500 

Overhead load guard (cab) height h5 mm 2195 

Overall Length ı1 mm 4030 

Length to face of forks ı2 mm 2830 

Overall Width b1 mm 1245 

Fork Dimentions TxWxL mm 45 x120 x 1200 

 Fork Carriage Class, ISO2328 type A,B  3A 

 Fork Carriage Width b2 mm 1100 

 Ground clearance, loaded, under mast m1 mm 150 

 Ground clearance, centre of wheelbase m2 mm 165 

 Aisle width for pallets 1000 x 1200 crossways AST mm 4390 

 Turning Radius Wa mm 2400 

Performance 

Data 

Travel Speed, loaded/unloaded Km /h 11/12 

Lifting Speed, loaded/unloaded mm / h 260 / 340 

Lowering Speed, loaded/unloaded mm /h 340 /360 

Max Slope Performance ( s2 5min) loaded % 15 

Service Brake  Hyadraulic 

Parking Brake  Hydraulic 

Steering Wheel, Type  Hydraulic 

E-Engine 

Drive motor rating kW 10 

Hydraulic motor rating  kW 12 

Battery voltage,  V 80 

Option (Ampere) Ah 210/280 

 

Other Details 

Engine Type  AC 

Noise level at its highest Db(A) 74 

Attachment’s pressure bar 180 



 

 

 
 
 
 
 
 
 
 
 
 


